2000 Series piggyback filters / requlators

3/8" 1/2", and 3/4" Ports

Technical data

POLYCARBONATE BOWL METAL Vh\;I/E;?GLH/'I' GLASS

Max inlet pressure (psi) 150 250
Temperature range (F) 23 -125 23 -175
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Spring range options (psi) o 1

0-200
Bowl cap — manual drain (0z) 19 2.4
Bowl cap — auto drain (0z) 2.3 2.8
Gauge port 1/8"
Flow capacity — 3/8" port* 132 scfm
Flow capacity — 1/2" port* 172 scfm
Flow capacity — 3/4" port* 173 scfm

*Inlet pressure 100 psi (6.9 bar), 90 psi set (6.2 bar), with 33 psi drop (2.3 bar)

How to order

To configure the desired part number, use the chart below to select the port size,
thread type, and configuration options.

1/2" Pressure drop test
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Pressure range PSIG Relieving bowl

option option

3 0.3-Micron 1 0-140 (no gauge) Air Flow (SCFM)
coalescing 2 0-60 (no gauge) 0 Relievin?j /poly O Standalrd knob /
4 5-Micron 3 10-175 (no gauge) w/ guar manua -
4 0-30 (no gagge)g 1 Relieving / metal 4 Standard knob / See page 77 for additional flow charts
Thread type 6 0-140 w/ sight glass automatic
3 3/8"NPT w/ flush-mount gauge 2 Relieving / metal
4 1/2" NPT
5 3/4"NPT
C 3/8"BSP
D 1/2"BSP
E 3/4"BSP

Popular configurations

Port size Drain Spring range

NPT psi

w/ Gauge Replacement parts

/M42 X 1.5 Thread
176 (4.5) Maximum panel thickness
1/8" NPT gauge port ?&)9(;13 / 3/8" NPT (P3933X-XXX)
(No gauge option) (1002) | 4 1/2" NPT (P3934X-XXX)
1575 3/4" NPT (P3935%-XXX)
40.0) 3/8" BSP (P393CX-XXX)
Iy 1/2" BSP (P393DX-XXX)
3/4" BSP (P393EX-XXX)
n
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MODEL A (MM) B (MM) C (MM) BOWL OPTION DRAIN OPTION
P393XX-X00 9.961 (253.0) 6.016 (152.8) 9.016 (229.0) POLY W/ GUARD MANUAL
P393XX-X10 10.039 (225.0] 6.094 (154.8) 8.594 (218.3) METAL W/ SIGHT GLASS MANUAL
P393XX-X20 10.039 (225.0] 6.094 (154.8) 8.594 (218.3) METAL MANUAL
P393XX-X04 10.787 (274.0] 6.843 (173.8) 9.843 (250.0) POLY W/GUARD AUTOMATIC
P393XX-X14 10.866 (276.0] 6.921 (175.8) 9.421 (239.3) METAL W/ SIGHT GLASS AUTOMATIC
P393XX-X24 10.866 (276.0] 6.921 (175.8) 9.421 (239.3) METAL AUTOMATIC

MODEL DESCRIPTION
5 MICRON - POLYCARBONATE BOWL - RELIEVING 104315 Replacement auto drain
3/8" Manual 0- 140 No P39334-100 104316 Replacement manual drain
3/8" Manual 0-140 Yes P39334-600 104317 5_Micron element
3/8° Auto 0-140 No P39334-104 104318 40-Micron element
3/8" Auto 0-140 Yes P39334-604 104363 0.3-Micron element
12 Manual 0-140 No P39344-100 104320 Poly bowl, manual drain
172" Manual 0-140 Yes P39344-600 104321 Poly bowl, auto drain
172" Auto 0-140 No P39334-104 104322 Metal bowl, manual drain
172 Auto 0-140 Yes P39334-604 104323 Metal bowl, auto drain
3/4" Manual 0-140 No P39354-100 104324 Metal bowl, sight glass, auto
3/4' Manual 0-140 Yes F39354-600 104325 Metal bowl, sight glass, man.
3/8' Manual 0-140 No P39334-110 104327 Regulator service kit (relieving)
3/8" Manual 0- 140 Yes P39334°610 104328 Regulator service kit (non-relieving)
3/8" Auto 0-140 No P39334-114 104329 Tamper kit
3/8" Auto 0-140 Yes P39334-614 104330 0 - 60 psi Spring
1/2" Manual 0-140 No P39344-110 104331 0 - 140 psi Spring
172" Manual 0-140 Yes P39344-610 104332 10 - 200 psi Spring
172 Auto 0-140 No P39344-114 104334 0 - 140 psi Gauge flush mount
172" Auto 0-140 Yes P39344-614
3/4" Manual 0-140 No P39354-110
3/4" Manual 0-140 Yes P39354-610
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